
Overview of heavy-duty systems 

Device installation units 

Selection according to 
Load requirement 
Floor covering thickness 

• Functional method 
• Installation capacity 

Cassettes for cable outlets and inspection purposes protect the 
electrical installation in the floor against water penetration. All 
heavy-duty solutions guarantee moisture protection according to 
DIN EN 50085-2-2 and are therefore approved for wet-cleaned 
floors indoors. 

Heavy-duty mounting lid 

Selection according to 
The shape of the selected service outlet 
or the cassette {nominal size) 

• Screed height 

With heavy-duty frame cassettes, a mounting sei, not a mount
ing lid, must be used for the installation of installation devices. 

Height adjustment units 

Selection according to 
• Screed height 

Heavy-duty supports for underfloor socket 

Selection according to 
• Screed heig ht 

Underfloor socket (UZD) 

Selection according to 
Screed height 
Shape of the cassette and the heavy-duty mounting lid 

• Duel width 

Ducts 

Selection according to 
• Gable volume 

Load capacity 

SeNice outlet 

Heavy-duty mounting lid 

Height adjustment units 

Heavy-duty support 
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Underfloor socket, nominal size 
350 
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Square heavy-duty cassettes Round heavy-duty cassettes 

Heavy-duty mounting lid Heavy-duty mounting lid 
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Height adjustment units Height adjustment units 

Heavy-duty support 

Underfloor socket, nominal size 250 and 350 

Trunking in various widths, 2-com
partment and 3-,;ompartment 
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1 

Heavy-duty frame cassettes 

Mounting set 
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